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LED Netzteil Kompakt, B-600-12, 480 Watt - 12 Volt

e Universal AC input/full range[‘|75-277VAC]

® Builtin active PFC function

® Efficiency up to 93%, super thin and small size.

® Protections:short circuit/over load/over voltage/over temperature
® |P67 design forindoor or outdoor installation

® |tcanbeusedindry,wetandrainy environment.

e Cooling by free air, high reliability

e Upto50000-hour life time

® Suitable forinternal lights application for I /1 /1.

® Widely usedin LED lightingand IT equipment

® Compliance to worldwide safety regulation for led lightings.
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Specification
Model B-600-12 B-600-24
Output voltage 12vDC 24VDC
Outputvoltage range 12vDC+0.5VDC 24VDC+0.5VDC
Output current Max 50A Max 25A
Output power Max 600W
Output power range 0~600W
OUTPUT | Ripple & Noise <120mV <240mV
Linear Regulation +1%
Load Regulation +1%
Start-up Time (Typ) 450ms/230VAC
Hold Up Time(Typ) 200ms/230VAC
Input voltage 200-240Vac
Frequency 50/60Hz
Input current 4.8A/230Vac
Power factor PF>0.6
INPUT No-load power consumption | <3W
Efficiency (typ.) 91% 90%
Inrush current(typ.) Cold start 80A at 230Vac
Control surge capability L,N:2KV L,N-PE:4KV
Leakage current Max. 0.5mA
Working temperature ta: -30°C~50°C tc:80°C
ENVIRONMENT | Working humidity 20 ~ 99%RH, condensing(Waterproof]
Storage temp., humidity -40°C ~ 80°C, 10~95%RH
Overtemperature Protection type: Turn off the output voltage, after the temperature drops, re-energize to restore.
PROTECTION | Overload protection Shut down the output when current load >110%~150%, auto recovers.
Short circuit protection Protection type: It can be automatically restored after the fault is eliminated.
Withstand voltage I/P-0/P:3750Vac
Isolation resistance I/P-0/P: 100MQ/500VDC/25°C/70%RH
EQZETY& Safety standards IEC/EN61347;IEC/EN60950;1P67
EMC Test Standards EN55015:2013;EN61547:2009;
EN61000-3-2:2014; EN61000-3-3:2013
Reliabilityand | Impactaging 100% of the product is fully loaded and impacted for 4 hours under an environment of at least 40°C+5°C
Quality Control Component derating Under the steady-state conditions of rated input and output, the stress of components will not exceed its maximum nominal value
1. All parameters not specifically mentioned are measured at 230VAC input, rated load and 25°C ambient temperature.
NOTE 2. Ripple and noise test method: connect 0.1uF and 47uF capacitors in parallel at the terminal, and measure under 20MHZ bandwidth.
3. Ensure that the power supply is used under the rated parameters and environment.
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Abmessungen in mm: 290mm Gewicht: 1750 g
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Installations- und Sicherheitshinweise

Nur von qualifiziertem Fachpersonal installieren lassen.
Sicherstellen, dass die Umgebungstemperatur nicht die
angegebenen Werte Ubersteigt.

Netzteil vor dauerhafter Feuchtigkeit und

direkter Sonneneinstrahlung schitzen.

Anschluss nur im spannungsfreien Zustand vornehmen.

Anwendungsbereiche

-alle gangigen LED-Anwendungen
-LED-Werbeanlagen

-Lichtleisten und Lichtsysteme
-Architekturbeleuchtungen
-Innen- und Aul3eninstallationen

Die technischen Daten konnen ohne vorherige Ankiindigung geandert werden.
Es liegt in der Verantwortung des Anwenders, die Kompatibilitat des Netzteils mit der gewiinschten Anwendung sicherzustellen.
Die Die LED Birne GbR haftet nicht fiir Schaden, die durch unsachgemaRe Installation oder Verwendung entstehen.
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